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LARGE-SCALE FLIGHT MEASUREMENTS OF ZERO-LIFT DRAG AT
MACH NUMBERS FROM 0.86 TO 1.5 OF A WING-BODY
C OMBINATION HAVING A 60° TRIANGULAR WING
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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS
RESEARCH MEMORANDUM

LARGE-SCALE FLIGHT MEASUREMENTS OF ZERO-LIFT DRAG AT
MACH NUMBERS FROM 0.86 TO 1.5 OF 4 WING-BODY
COMBINATION HAVING A 60° TRIANGULAR WING
WITH NACA 65A003 SECTIONS

By Robert L. Nelson
SUMMARY

Flight tests were made at high-subsonic and supersonic speeds and
at high Reynolds numbers to determine the zero-1ift drag of a fin-
stabilized body and a wing-body configuration., The 60° triangular wing
had NACA 65A003 airfoil sections. The body was parabolic in profile,
had a2 fineness ratio of 10 and a ratio of body frontal area to wing area
of 0.0306.

The test results indicate that the wing-body combination had a
low drag at supersonic speeds. The drag coefficient based on wing
area was approximately 0.0115 for the wing and body with two fins and
0.0068 for the body plus four fins at supersonic speeds. At subsonic
speeds the drag coefficient was 0.0065 for the wing and body with two
fins and 0.0026 for the body plus four fins. The wing and body with two
fins had a force-break Mach number of 0.995. The force-break Mach number
for the body with four fins was 0.975.

INTRODUCTION

As part of an NACA program on transonic research, the Langley
Pilotless Aircraft Research Division is performing a series of rocket-
powered flight tests at Wallops Island, Va., to investigate the aero-
dynamic characteristics of several wing-body configurations. These tests
provide continuous data from hlgh-subsonlc to supersonic speeds at high
Reynolds numbers.
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This paper presents zero-1ift drag data for a fin-stabilized body _ . v
and a wing-body configuration having a 60° trlangular wing with
NACA 654003 airfoil section. The body was of parabolic profile with
maximum diameter at LO percent of the length and had a fineness ratio .
of 10. The body frontal area was 3.06 percent of the total wing area.

The wing-body configuration.was designed in an attempt to obtain low
supersonic drag by properly combining a wing and body, each having low -
drag, so as to take advantage of favorable interference effects. The low "
drag characteristics of thin triangular wings, are well known. As reported _
in reference 1, parabolic bodies having maximpm diameters in the neighbor- .
hood of LO to 60 percent of the length were found to have low drag. Ref-
erence 2 shows that a favorable wing-body interference exists when the -
wing is placed behind the body maximum diameter. A triangular wing when o
placed on a body will have a large chord at the wing-body juncture and
thus it was necessary to select a parabolic body with maximum diameter
at 4O percent. of the length in order to place the wing chord completely _
behind the maximum diameter and take advantage of the pos51ble favorable ) _

interference, -

The Mach number range was from 0.86 to 1.5. Reynolds number, based
on the wing mean aerodynamjic chord of . h 8L feet varled from 20 x 10
to 50 x 106, : =

MODEL AND TESTS ° . T

The general arrangement of the test confligurations is presented in .
figure 1. Photographs of the models on the launching platform are shown
as figure 2. The body was identical for both. configurations and had a
profile formed by two parabolic arcs each having its vertex at the maxi- L
mum diameter which was located at LO percent of the body length. The -
body had a fineness ratic of 10 with body frontal area of 3.06 percent -
of the wing area. The body and wing profile _goordinates are given in . . . .
table I. The 60° triangular wing was modified by rounding off the wing : i

tips so that the resulting wing area was 99— percent of . the basic tri- =

angular area. The wing had NACA 65A003 alrf01l sections parallel to the )
model center line., Four stabilizing fins were used on_the wingless body '
and two vertical fins were used on the winged configuration. The plan

form and section of the tail surfaces are giwven in figure 1, —

With the exception of the metal stablllzlng fins, the models were
principally of wooden construction.

|r Ill'.
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Each model was propelled by a Deacon rocket motor which delivers
approximately a thrust of 6200 pounds for 3.2 seconds.

Velocity data were obtained from Doppler radar. Drag data were
acquired from Doppler radar and longitudinal accelerations telemetered
from the models. Trajectory and atmospheric data were obtained from
an SCR- 58l radar set and by radiosonde observations.

Some data on base pressure were obtained during both flights. The
contribution of the base to the total drag was indicated to be small,
being of the order of 6 percent or less.

The estimated accuracy of the results 1s as follows:

Mach NUMDET & o « « « o o o s o o o o o o o s o o o o o & o « +0.005
Drag coefficient « . « « « o o « o s o s o o & s o o o o o o *0.0005

The variation of Reynolds number with Mach number is shown in fig-
ure 3. The difference between the two curves may be attributed to dif-
ferent flight altitudes and air temperatures.

RESULTS AND DILSCUSSION

Curves of drag coefficient against Mach number are given in fig-
ure L. The data for the wing and body with two fins are given in fig-
ure L4(a). The data.for the body with four fins are given in figure l(b).
From these data and unpublished data on fin drag the wing-plus-interference
drag has been determined and the results are presented in figure L(e).
In determining the wing-plus-interference drag, drag ccefficients for
two fins of 0.0008 at Mach numbers above 1 and of 0.0005 at Mach numbers
below 1 were subtracted from the body plus four-fin data. The resulting
data for a body with two fins, in turn, were subtracted from the wing
and body with two—fin data.

The test results in figure L(a) show that the wing and body with
two fins had a low supersonic drag coefficient. The supersonic drag
coefficient for this configuration, based on total wing area, varied
from 0.012 to 0.011. At subsonic speeds the drag coefficient was 0.0065.
The force-break Mach number was 0.995. The telemeter test point at a
Mach number of 0.995 should not be regarded as a stray point since the
continuous telemeter record of the model'!s longitudinal acceleration
showed a decrease in drag between Mach numbers of 0.99 and 0.995. This
decrease in drag did not occur for the body having four fins.
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The drzg coefficient for the body with four fins varied from 0.0072 ) .
to 0.006l at supersonic speeds and was 0.0026 at subsonic speeds. The
force break for this model occurred at a Mach number of 0.975.

The wing-plus-interference drag coefficient was only slightly greater
at supersonic speeds than at subsonic speeds. As shown in figure L(c),
the drag coefficient was 0.004)4 at subsonic speeds and increased at super-
sonic speeds to a value of 0,0054. This small increase agrees with what
would be expected for the wing alone and indicates that the objective of .
combining a wing and body without unfavorable interference effects was
achieved. The dip in the wing-plus-—interference drag-coefficient curve
near a Mach number of 1.0 is also believed to be a favorable wing-body
interference similar to that shown in reference 2.
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BODY AND WING COORDINATES FOR TEST MODELS

x — ]
T u I —

—

Body Coordinetes In Inches

Body cocordinates
130-inch pargbolic model

X r. X T

o} 0 sh.60| 6.496
0.78 1 .194| 62.40} 6.u4l2
1.17{ .289| TO0.20| 6.322
1.95| 478 T8.00| 6.137
3.90| .938| 85.80]| 5.886]-
7.80 {1.80k{ 93.60} 5.570

11.70 | 2.596 | 101.40} 5.188
115.60 | 3.315| 109.20| L.7h2
23.40 { ¥.534 ] 117.00 (| 4.229
31.20 | 5.460 | 124.80| 3.652
39,00 {6.09% | 130.00 | 3.230
46.80 | 6.435

Wing Coordinates In Percent Chord

Wing coordinsates
NACA 654003
X Y X Y
0 0.000 | 40| 1.498
501 .232 | 45| 1.496
.51 282 | 50| 1.463
1.25( .359 1 55} 1.397
2.50| .491 | 60| 1.303
5.00| .657 | 65| 1.182
7.50| .796 | 70| 1.0k
10.00| .912 | 75| .888
15.00(1.097 | 80| .T19
20.00 | 1.237 | 85} .545
25.00 | 1.344 | 90| .36%4
30.00 1.221 95| .185
35.00 | 1.473 {100} .007 VW
L.E. radius = 0.115¢c
T.E. radius = 0.007c
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Figure l.- General arrangement of test model.
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Figure 2.~ Models in launching position.
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Mach number

Figure 3.~ Variation of Reynolds number with Mach number for test models.
Reynolds numbers are based on wing mean aerodynemic chord of %4.84 feet.

IR e
e

P e i



10

Drag coefficient

. $ HH i 118 T TP HLT TTHTT
02fM ; ] B T .
= F¥FH AH ~{EHH HE . fbtfIf H R
H HEH P EH B Y TH S iy 4}" b L 5 ; e Hil
i HIHHE R FHHH H “'_';-”' i i
o1 Lthilitk il N R R R e it IR AT R
: H 4_.{.2_ i H HEHE .1?, .; LTI 1'Llh I_
HL R I, T i HEHEA R R :
HR R ERAA Rt a il Ll i p e A TR T H: Ll L
o {iIHT Ik flaiR [ e[| P ] i LA R i
.8 .9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 -

Mach number : - : oo oo =
(a) Wing-body (two tail fins)

. 1 T - r
o2 3 ToE AR & ,11..“."" {_‘ HE
i o : G RTHIRG
L 33 L HiH i1 N
R B cHii g i T
e B : R A
NN R 1 HE TG 1 e Hi i Al
« OL R TR R T HH riats . gEnEE
(BT HipHE= = HI i Hi
T v "
T LR ki pil15.0
R : et R LRI
0 1.d5 i § HHTHIE ik f i]JI
.8 .9 1.1 1.2 1, .6 -

Mach nmumber : - T
{b) Body (four tail fins).
.C2[TITE A R IR TR AR .
pil B L R Tl
il RO L TR
il ETHHRE TN E TR Gib ey
.01 RIS i £_~g-3‘-l_;,‘!4-| T "E i i
HTH g thretht I".a_ 12 5 -
HIL& b i heftt
s EinEiair Aol R,
0.::[ i R s b R R R R
.8 1.1 1.2 1.3 - =

Mach number . —- e me e —
(c) Wing plus interferente. o ' T o=

Figure h.- Variation of drag coefficlent with Mach number based on total .
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